
The State-USA Percent Difference is computed by the following formula: 
(State Percent - USA Percent) / USA Percent  

When this value is greater than or equal to 25, the crash statistics for the category will be highlighted in red.
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  Large Trucks Involved in Work Zone Crashes (2007) 

Ohio

 

Fatal
Work Zone Type USA Total USA Percent State Total State Percent State-USA Percent Difference

Construction  153  73.2%       

Maintenance  27  12.9%  1  50.0%  287.6% 

Utility  2  1.0%       

Work Zone, Type Unknown  27  12.9%  1  50.0%  287.6% 

Total 209    2     

Data Source: FARS

  Large Trucks Involved in Work Zone Crashes by Time of Day (2007) 

Ohio
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12:00 am - 2:59 
am  

11  5.3%      2  1.0%              2  1.0%  1  50.0% 

3:00 am - 5:59 
am  

14  6.7%      1  0.5%              2  1.0%     

6:00 am - 8:59 
am  

20  9.6%      1  0.5%  1  50.0%          1  0.5%     

9:00 am - 11:59 
am  

17  8.1%      13  6.2%      1  0.5%      6  2.9%     

12:00 pm - 2:59 
pm  

42  20.1%      5  2.4%      1  0.5%      4  1.9%     

3:00 pm - 5:59 
pm  

22  10.5%      1  0.5%              5  2.4%     

6:00 pm - 8:59 
pm  

11  5.3%                      2  1.0%     

9:00 pm - 11:59 
pm  

16  7.7%      4  1.9%              5  2.4%     

Unknown                                 

Total  153        27    1    2        27    1   

Data Source: FARS

CAUTION:  Although efforts have been made to provide the most accurate and complete MCMIS Crash data possible, data quality can vary from state to state. 
Please use caution when interpreting MCMIS crash data. 


